
Thermwell Products Co., Inc.
Mahwah NJ 07430  |  Sparks NV 89431

NYLON WINDOW 
AIR CONDITIONER FILTER
Installation:
1.  Using scissors and your old filter as a pattern, cut 

replacement filter to proper size.

2.  Mount to frame with double-sided tape (included).

3.  Slip into place in your air conditioner.

4.  The filter shold be cleaned periodically to keep it 
functioning efficiently.

TO CLEAN: Remove filter from the unit and wash with a mild 
detergent solution; Rinse clean. Shake off excess water and
air dry before re-inserting.

FILTRO PARA
ACONDICIONADOR DE AIRE 
DE VENTANA
Instalación:
1.  Utilizando tijeras y su filtro como patrón, corte el filtro de 

reemplazo al tamaño adecuado.

2.  Monte en el marco con la cinta adhesiva de doble cara (incluída).

3.  Deslice en su lugar en su acondicionador de aire. 

4.  El filtro debe ser limpiado periodicamente para mantenerlo  
funcionando eficientemente.

PARA LIMPIAR: Remueva el filtro de la unidad y lave con una
 solución de detergente suave; Enjuague completamente. 
Sacuda el exceso de agua y deje secar antes de re-instalar.

INSTRUCTIONS FOR USE
INSTRUCCIONES DE USO

Tools Needed
Se Requiere Herramienta


